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Parameters of

lining rubber for

conveyor belts

Lining rubber for general purpose fabric-rubber belts

Belt type General purpose

Design: PN – EN ISO 14890 DIN 22102 GOST 20 – 85

Requirements/rubber class H D60/DY D L W X Y Z A B I S M

Tensile strength, TS min. [MPa] 24 20 18 15 18 25 20 15 24,5 19,6 15 10 14,7

Elongation at rupture E , min. [%]
b

450 450 400 350 400 450 400 350 450 400 400 150 350

Heat resistance

(70 [ C], 168 h):o

Δ TS [%], max.

Δ E [%], max.
b

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

x

x

x

x

x

x

x

x

x

x

Heat resistance

(100 [ C], 24 h):o

Δ E [%],  min.b

x x x x x x x x –50 –50 –60 – –50

Grindability max. [mm ]3 120 60 100 200 90 120 150 250 160 160 100 200 150

Brittle point[ C]o –40 –30 –60 –30 –60 –40 –30 –30 x x x x –60

x – no requirements in standard

DY – lining with increased abrasion resistance

Fabryka Taśm Transporterowych
Wolbrom S. A.

EN ISO 9001 l EN ISO 14001 l PN-N 18001 l PN-ISO/IEC 27001

PN-EN ISO/IEC 17025 Laboratorium

PN-N 18001
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Lining rubber for fire-resistant and flame resistant fabric - rubber belts

Lining rubber with steel cords and Fleximat metal net

Belt type

Belts with steel cords Belts with Fleximat metal net

General purpose ST Flame resistant TST
Flame
resistant
GTP – ST

General purpose

Normal - Flex

Temperature
resistant

Termo - Flex

Design: PN – EN ISO 15236 DIN 22 131
PN – EN

ISO
15236

DIN
22 131

WT - 3/11
PN - EN ISO

15236 - 3
WT – 24/12 WT – 3/95

Requirements/rubber class H D L W X Y K K V H D L TC – 200

Tensile strength, TS [Mpa],

min.
24 20 18 15 18 25 20 15 20 17 24 18 15 12

Elongation at rupture E ,b

min. [%]
450 450 400 350 400 450 400 350 400 350 450 400 350 400

Heat resistance (70 [°C],

168 h):

A TS [%] max.

A E [%] max.b

–75*
–75*

–25
–25

–75*
–75*

–25
–25

–25
–25

–75*
–75*

Grindability max. [mm ]
3

120 60 100 200 90 120 150 200 200 175 120 100 200 150

Brittle point[ C]o –40 –30 –60 –30 –60 –40 –30 -25 –-25 –30 –40 –60 –40 –40

Heat resistance (125 [°C],
168 h)
TS [%] min.
E [%] min.b

10
300

* median values should not fall below 75% of values obtained before ageing

FTT Wolbrom S.A. accepts individual orders and requirements for belt linings made from rubber with different parameters

DY – lining with increased abrasion resistance

Belt type Fire-retardant Flame resistant

Design: DIN  22102 PN – EN ISO 14890 PN – EN ISO 22721

Requirements/rubber class ZK YK HK DK LK L V

Tensile strength, min. [MPa] 15 20 24 18 15 15 17

Elongation at rupture, min. [%] 350 400 450 400 350 350 350

Heat resistance (70 [°C], 168 h):

Δ TS [%], max.

Δ E [%], max.
b

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

±25

Grindability max. [mm ]3 250 150 120 100 200 200 175

Brittle point[ C]o –40 –25 –25 –25 –40 –25

FTT Wolbrom S.A. accepts individual orders and requirements for belt linings made from rubber with different parameters

–25

D60/

DY
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Lining rubber for fabric-rubber with special parameters

HANDLING USED PRODUCTS
Used products should be liquidated by means of recovery or storage on a landfill other than hazardous or inactive waste.

Belt type

Resistant to higher temperatures
Oil

resistant

Heat and

oil-resistant

Fire-

retardant,

oil-

resistant

Up to
+100
[ C]o

Up to
+150
[ C]o

Up to
+200
[ C]o

Up to
+120
[ C]o

Up to
+150
[ C]o

Up to
+200
[ C]o

Up to
+280
[ C]o

Up to
+60
[ C]o

Up to
+100
[ C]o

Up to
+150
[ C]o

Up to
+60
[ C]o

Design: GOST 20 – 85 WT – 13/12 WT – 6/12

Requirements/rubber class

T
–

1

T
–

2

T
–

3

TC
–

1
2

0

TC
–

1
5

0

TC
–

2
0

0

TC
–

2
8

0

LG

LG
T

–
1

0
0

LG
T

–
1

5
0

LG
K

/L
G

S

11 10 11 15 15 12 12 15 15 15 15

Elongation at rupture, min. [%] 400 300 400 350 350 400 400 350 350 350 350

Heat

resistance

70 [ C], 168 h Δ TS [%], max.o

ΔE [%], max.
b

±25
±30

±25
±30

100 [ C], 72 h Δ TS [%], max.o

Δ E [%], max.
b

±40
±60

±40
±60

±25
±60

125 [ C], 72 h Δ TS [%], max.o

Δ E [%], max.
b

±15
±65

±45
±65

±30
±75

125 [ C], 168 h   TS [%], min.o

E [%], min.
b

10
300

10
300

175 [ C], 168 h   TS [%], min.o

E [%], min.
b

4
150

Liquid

resistance

— oil IRM 903

shown in mass

change
Δm, max.

Liquid

resistance

— soy oil

shown in mass

change
Δm, max.

±30 ±30100 [ C], 24 ho ±20

150 [ C], 24 ho ±20

±10 ±10

Grindability, max.. [mm ]3 160 200 200 150 150 150 150 200 200 200 200

Brittle point [°C] –40 –40 –40 –40 –40 –40 –40 –25 –25 –25

Tensile strength, min. [MPa]

–20

FTT Wolbrom S.A. accepts individual orders and requirements for belt linings made from rubber with different parameters

100 [ C], 24 ho
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Fabryka Taśm Transporterowych Wolbrom S. A.

ul. 1 Maja 100, 32 340 Wolbrom

e-mail: ftt@fttwolbrom.com.pl

www.fttwolbrom.com.pl

Telephone exchange: +48 32 649 71 00

+48 32 649 71 01tel/fax:

+48 32 649 71 83 lub 88Export Dept:
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