
Rubber floor
coverings
Vulcanized rubber
plates with profile
surface finish

The following types of rubber floor coverings depending

on the surface finish:

• pastille finish as shown in Figure no. 1,

• chequer plate as shown in Figure no. 2,

• "corduroy" as shown in Figure no. 3.

Product properties
Rubber floorings are designed for use on industrial floors

under static conditions. Working temperatures are given in

Tables 2 and 3.

The floor coverings are available:

• Antistatic,

• Dielectric, with rubber properties as shown in Table 3.

The following types of antistatic plates are available

depending on the purpose:

• general purpose, standard, with rubber properties as

shown in Table 2,

• special, with rubber properties as shown in Table 3.

- General purpose, abrasion-resistant, frost-resistant,

- General purpose, with improved physical-

mechanical parameters,

- Oil and petrol-resistant, resistant to diluted acids

and alkali,

- Flame retardant.

Chequered pattern rubber floorings, "corduroy" and pastille

finish have fabric impression on the reverse side.
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Figure  1. Rubber floor covering with pastille finish

G3.0 [mm]

Fabryka Taśm Transporterowych
Wolbrom S. A.

EN ISO 9001 l EN ISO 14001 l PN-N 18001 l PN-ISO/IEC 27001

PN-EN ISO/IEC 17025 Laboratorium

PN-N 18001
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Figure  2. Rubber floor covering with chequered plate finish G3.5 [mm]

Figure  3. Rubber floor covering with "corduroy" finish G3.0 [mm]
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Table  1. Thickness of available rubber floor coverings

Thickness [mm] Dimensions of rubber coverings Notes

3 0,4±

On rolls 1200 [mm] ±2,5 [%] wide

and 10 ±0,1 [m] length

Other dimensions available after agreement with manufacturer.

1. The thickness of dielectric rubber floor coverings DE:

- DE0, DE1 — minimum 4 [mm]

- DE0, DE1 — minimum 6 [mm]

2. Thickness of rubber coverings:

- chequered plate — minimum 3,5 [mm]

- pastille finish — minimum 3.0 [mm]

- "corduroy" finish— minimum 3.0 [mm]

4 ±0,5

5 0,5±

6 0,6±

8 0,8±

10 1,0±

FTT Wolbrom S.A. accepts individual customer queries concerning floor coverings with different dimensions and using

different rubber compounds.

Table 2. Properties of general purpose floor coverings

Property/symbol PZMM PZM PZS PZ

Type A Shore’s hardness [ °Sh] 50 ±5 60 ±5 65 ±5 70 ±5

Tensile strength [MPa], min.
5 5 4 5

Elongation at rupture [%], min. 300 300 150 200

Working temperature [°C] od -30 do +50 od -30 do +50 od -25 do +50 od -25 do +50

Heat resistance (at 70 [°C], 168 h)

(temp. 70 [ oC]; 168 godziny)

ΔTS max. [%]

ΔE
b

max. [%]

-30

-30

-30

-30

-30

-30

-30

-30

Rubber base SBR/NR SBR/NR SBR/NR SBR/NR
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Table 3. Properties of special rubber floor coverings

Property/symbol

Abrasion-

resistant,

frost-

resistant

STM

Dielectric

PDC

General purpose, improved physical

and mechanical parameters Resistant to

oils, petrol,

diluted acids

and alkali

OP

Resistant

to oils,

petrol

OPM

Flame

retardant

ZNK

PŁM PLS STS

Type A Shore’s hardness [ °Sh] 6 ±55 65 ±5 45 ±5 65 ±5 60 ±5 65 ±5 50 ±5 60 ±5

Tensile strength (TS), min. [MPa]
18 5 15 25 15 5 3 15

Elongation at rupture (E ), min. [%]
b 400 250 400 450 350 200 200 350

Working temperature [°C] -60 +50to -30 +50to -30 +50to -30 +50to -25 +50to -20 +50to -20 +50to -25 +50to

Heat resistance (70 [°C], 168 h), max. [%]
(70 [ C] /168 h), max. [%]o

ΔTS
ΔE

-25

b
-25

-20
-25

-30
-30

-25
-25

-25
-25

-30
-30

-30
-30

-25
-25

Liquid resistance shown by max. weight

change (Δm) — solvent B (mixture of

isooctane and toluene ratio 70:30)

(20 [°C]/24 h), max. [%]

- - - - - 30 30 -

Liquid resistance shown by max. weight

change (Δm) — oil IRM 902

(20 [°C]/24  h), [%]

- - - - - ±10 - -

Resistance to 20[%] sulfuric acid

or 20 [%] soda lye shown by weight

change (Δm) (20 [°C], 72 h), [%]
- - - - - ±2 - -

Abrasion resistance [mm ], max.
3

90 - - 100 200 - - 200

Flame resistant — average burning time 3

specimens 150x20x12 [mm] - max [s].

Lighting time 30 [s].

- - - - - - - 5

Electric characteristics class — alternating

current voltage, test, withstand for strength

class, rms value [kV]
-

0: 5/10
1: 10/20
2: 20/30
3: 30/40

- - - - - -

Rubber base IR/BR SBR/NR IR IR/BR SBR/BR NBR/NR NBR/NR
BR/SBR/

NR

HANDLING USED PRODUCTS
Used products should be liquidated by means of recovery or storage on a landfill other than hazardous or inactive waste.

Fabryka Taśm Transporterowych Wolbrom S. A.

ul. 1 Maja 100, 32 340 Wolbrom

e-mail: ftt@fttwolbrom.com.pl

www.fttwolbrom.com.pl

Telephone exchange: +48 32 649 71 00

+48 32 649 71 01tel/fax:

+48 32 649 71 83 lub 88Export Dept:
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